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T H E  D I V E R S E  A I R  D E H U M I D I F I E R

DEHUMID 
HP 50

AT T R ACT I V E  LO O K  F O R  U S E  

I N  M U S E U M S  A N D  E X H I B I T I O N S

E A S Y  H A N D L I N G  F O R  U S E  I N  GA R AG E S  

A N D  H O B BY  B A S E M E N T S

R O B U ST  A N D  H I G H  P E R F O R M A N C E  

F O R  U S E  I N  T H E  C O N ST R U CT I O N  B U S I N E S S

Luftbefeuchtung Proklima GmbH



Modern design
Large water tank
Stainless steel/plastic casing

Electronic control                            
Hot gas defrosting    

Dehumidifier output 
up to 50 litres / 24 h 
For rooms up to 250sqm

T H E  N E W  G E N E R A T I O N

H I G H  P E R F O R M A N C E  I N  M A N Y  A R E A S

Air dehumidifier HP 50

High performance and compact

large-room dehumidifier / construction site

dryer with hot gas defrosting

Modern design with high-quality 

and robust stainless steel / plastic casing

Large rolls and stable handle 

for easy transport of the device

Electronic control with 

humidity measurement and display

Operating hours counter

2-stage blower

Direct runoff possible

Optionally available with wireless hygrostat

Condensate pump available as an accessory
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Dimensions (LxHxD): 54 x 77 x 45.5 cm

Weight (empty): 48 kg

Mains connection: 230 V / 50 Hz (5 Amp)

Power consumption: 1000 Watt

Dehumidifier output: 45 Ltr./24h at 27°C/ 80% r. F.

50 Ltr./24h at 30°C/ 80% r. F.

Air output (2 stages): 700/1000m3/h

Area of use: 1- 35°C / 30-90% r. F.

Water tank: 20 (2 x 10) litres

Refrigerant: R 407 C

Casing: Plastic, grey/stainless steel

Technical data

THE DEHUMID HP 50 BY BRUNE

Time counter Cable reel

Electronic display and operating table



E L E C T R O N I C  M E A S U R E M E N T  A N D  C O N T R O L

D I V E R S E  C O M B I N A T I O N S

Humidifying

Air humidifier B 500 Professional Air dehumidifier HP50 FunkWireless hygrostat

Measuring Dehumidifying

SYSTEMATIC  HUMID ITY 

Systematic humidity:  Humidifying and dehumidifying centrally controlled by combination with a B 500
Professional air humidifier. A joint measuring point (wireless hygrostat) transmits the same humidity
value to both devices. With the humidity settings in the devices, they determine the desired humidity
corridor.

Example: Humidifying is in operation up to 50% r.F., dehumidifying starts at 55% r.F. – This, a humidity corridor between
50 and 55% r.F. is maintained. Observe a switching hysteresis of the devices.
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Wireless control with antenna and transmitter (HP 50 Funk)

Runoff hose

Condensate pump

Luftbefeuchtung Proklima GmbH

Luftbefeuchtung Proklima GmbH

Schwarzacher Str. 13

D-74858 Aglasterhausen/Germany 

Telefon +49(0) 62 62 - 54 54

Telefax  +49(0) 62 62 - 32 55

mail@brune.info

www.brune.info

Customised room climate and extensive know
how from a single source.

We will gladly keep you informed.

S Y S T E M A T I C  H U M I D I T Y


